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FOR RESTORATION METHOD

REPLACE APPROX.
230 SF OF CONCRETE
SIDEWALK REMOVE & REPLACE

APPROX. 10 LF OF CURB
WITH 4" ROLL CURB

ADJUST CATCH BASIN TO
GRADE AND GROUT AND

SEAL AS NECESSARY

ENGINEER TO REVIEW
WEEPHOLES FOR POTENTIAL
GROUTING AND SEALING
DURING CONSTRUCTION

SAWCUT & REMOVE EX. PAVEMENT 2' WIDE;
FULL DEPTH PAVEMENT REPLACEMENT  ALONG
LENGTH OF MAJOR SURFACE CRACK (TYPICAL)

REFER TO EXPANSION JOINT DETAIL
FOR RESTORATION METHOD

MAINTAIN
ADA ROUTE

REMOVE & REPLACE
INTERIOR FENCE

REMOVE & REPLACE
APPROX. 40LF OF FENCE
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PERIMETER OF
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(TYP.)

PERIMETER OF
TENNIS COURT

PERIMETER OF
TENNIS COURT

GRADE AT MAX.
2% UP FOR 4'

4.
7%

2.
4%

2.0%

PROVIDE ADA ROUTE
BETWEEN UPPER
AND LOWER COURTS

PICKLEBALL COURT
STRIPING (4 EA.) TO BE
PROVIDED PER TENNIS
COURT

PERIMETER OF
PICKLEBALL COURT

(TYP.)

TENNIS COURT
RESURFACING

REMOVE EX. SURFACE
& REPLACE WITH 4"
CONCRETE WALK/PAD

TENNIS COURT
HATCH LEGEND
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GENERAL ORMSBY
MITCHEL PARK

TENNIS COURT RESURFACING AND
STRIPING PROJECT

261 GRANDVIEW DR. FORT MITCHELL
KENTON COUNTY, KENTUCKY

MAY 2022
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BASE BID INCLUDES BUT IS NOT LIMITED TO:
EVALUATE AND PREPARE THE TENNIS COURTS FOR REPLACEMENT OF
ASPHALT SURFACE COURSE AND ACRYLIC TOP COATING. WORK
SHALL INCLUDE ALL NECESSARY APPURTENANCES TO COMPLETE THE
PROJECT. APPROPRIATE TENNIS COURT DIMENSIONAL MARKING AND
STRIPING IS REQUIRED ALONG WITH ADDITIONAL STRIPING ON EACH
COURT TO PROVIDE FOUR PICKLE BALL COURTS PER TENNIS COURT.

CITY OF FORT MITCHELL
2355 DIXIE HIGHWAY
FORT MITCHELL, KY, 41017
PHONE: (859) 331-1212

BAYER BECKER
209 GRANDVIEW DRIVE
FORT MITCHELL, KY 41017
PHONE: (859) 261-1113

CIVIL ENGINEER &
LANDSCAPE ARCH.

OWNERPROJECT DESCRIPTION
VICINITY MAP - NTS

SITE

1

LEGEND

2 1-1/2" TYPE I ASPHALT SURFACE COURSE

21

LIQUID APPLIED ACRYLIC SURFACE 

 TENNIS COURT RESURFACING SECTION 
NOT TO SCALE

1. THIS SURVEY IS BASED ON FIELDWORK PERFORMED ON
SEPTEMBER 5, 2017.

2. THE LOCATION OF THE UNDERGROUND UTILITIES SHOWN ON
THE PLAN HAVE BEEN OBTAINED BY FIELD CHECKS AND
SEARCHES OF AVAILABLE RECORDS AND DO NOT
NECESSARILY REPRESENT ALL UNDERGROUND UTILITIES
ADJACENT TO OR UPON THE PREMISES.  THE ENGINEER DOES
NOT GUARANTEE THEIR ACCURACY OR COMPLETENESS.  THE
CONTRACTOR SHALL VERIFY LOCATIONS WITH UTILITY
COMPANIES BEFORE MAKING EXCAVATIONS.  THE
CONTRACTOR IS SOLELY RESPONSIBLE FOR VERIFYING ALL
EXISTING UTILITY LOCATIONS WHETHER SHOWN ON THESE
PLANS OR NOT.

3. UNDERGROUND PIPES AND CONDUITS ARE PLOTTED FROM
STRUCTURE TO STRUCTURE OR FROM FIELD MARKINGS OR
UTILITY PLANS WHERE APPLICABLE. EXACT LOCATION OF
UNDERGROUND IMPROVEMENTS CANNOT BE DETERMINED
WITHOUT EXCAVATING AND COMPLETELY EXPOSING THEM.

4. BEARINGS ARE BASED ON NAD83 (2011) KENTUCKY STATE
PLANE COORDINATES, NORTH ZONE (1601). THE VERTICAL
DATUM USED IS NAVD 88.

5. ALL PLAT AND DEED REFERENCES ARE TO THE KENTON
COUNTY CLERK'S OFFICE AT COVINGTON, KENTUCKY.

6. ALL WORK TO BE DONE IN ACCORDANCE WITH THE LATEST
EDITION OF THE KENTON COUNTY SUBDIVISION REGULATIONS,
SANITATION DISTRICT NO. 1 RULES AND REGULATIONS, AND
KYTC SPECIFICATIONS.

7. THESE PLANS, AS PREPARED BY BAYER BECKER, DO NOT
EXTEND TO OR INCLUDE SYSTEMS TO THE SAFETY OF THE
CONSTRUCTION CONTRACTOR OR ITS EMPLOYEES, AGENTS
OR REPRESENTATIVES IN THE PERFORMANCE OF THE WORK.
THE SEAL OF BAYER BECKER'S REGISTERED PROFESSIONAL
ENGINEER HEREON DOES NOT EXTEND TO ANY SUCH SAFETY
SYSTEMS THAT MAY NOW OR HEREAFTER BE INCORPORATED
INTO THESE PLANS.  THE CONSTRUCTION CONTRACTOR SHALL
PREPARE OR OBTAIN THE APPROPRIATE SAFETY SYSTEMS
WHICH MAY BE REQUIRED BY U.S. OCCUPATIONAL SAFETY
AND HEALTH ADMINISTRATION (OSHA) AND/OR LEGAL
REGULATIONS.

BASEMAP LEGEND

RESURFACING AREA: 21,550± SF

CURRENT ZONING: R-2

FLOOD ZONE: X

PROPOSED USE: PARK

SITE ADDRESS: 261 GRANDVIEW DRIVE, FORT
MITCHELL, KY 41017

SITE STATISTICS

GENERAL NOTES

NOTES:
1. STRIPING SHOWN FOR SCOPE ONLY.

CONTRACTOR TO PROVIDE TENNIS/
PICKLEBALL COURT STRIPING PLAN PER
USTA AND USAPA STANDARDS TO BE
REVIEWED BY OWNER AND ENGINEER.

2. FULL DEPTH REPAIRS SHALL BE PERFORMED
AT ALL MAJOR CRACK AREAS.

3. ALL SAWCUTTING SHALL BE INCIDENTAL TO
THE PROJECT.

4. PROJECT SHALL BE ADA COMPLIANT.
5. ALL DISTURBED FENCING SHALL BE REUSED

OR REPLACED IN LIKE KIND UNLESS
ALTERNATE 1 IS ACCEPTED.

 TYPICAL CONCRETE PATH/PAD SECTION 

2%

1 2

2

3 SUBGRADE COMPACTION

LEGEND

NOT TO SCALE

ALL MATERIALS SHALL BE PER KYTC SPECIFICATIONS

3
1

4" DENSE GRADED AGGREGATE OR CRUSHED STONE BASE

4" CONCRETE PAD

VARIES

3

3 1/2" AVERAGE ASPHALT LEVELING COURSE

FULL DEPTH ASPHALT SECTION 

1.00% MAX.

1

1

3 SUBGRADE COMPACTION

LEGEND

NOT TO SCALE

ALL MATERIALS SHALL BE PER KYTC SPECIFICATIONS

2

3" ASPHALT INTERMEDIATE COURSE TO EX. SURFACE

2'

ALL MATERIALS SHALL BE PER KYTC SPECIFICATIONS

3

2 3" CRUSHED STONE BASE

EX. PVMT. (2-3" ASPHALT
LAYERS OVER GRANULAR BASE)

SEE RESURFACING
TYPICAL SECTION

EXPANSION JOINT DETAIL
NOT TO SCALE

ALL MATERIALS SHALL BE PER KYTC SPECIFICATIONS

4

4 EX. PAVEMENT SURFACE

TENNIS COURT
RESURFACING SECTION

EX. PAVEMENT
SURFACE ±3"

ROUTE/CLEAN & FILL
EX. JOINT WITH LOW
STRENGTH CONCRETE

SAWCUT 12"
JOINT & SEAL

WORK TO BE INCIDENTAL TO CONTRACT; NO SEPARATE BID ITEM INCLUDED
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